From: rick@willefordsales.com &
Subject: Mobile home coils
Date: June 11, 2014 at 12:43 AM
To: Jason Horn jason@uwillefordsales.com

AllStyle| ..

ASUM Series Mobile Home Coils GWD

PRODUCT FEATURES

SUPER-TOUGH NYLON DRAIN PAN
LEFT HAND REFRIGERANT & DRAIN CONN'S
FLEXIBLE TUBE DRAIN CONNECTION
EXTERIOR MOUNTED METERING DEVICE
FACTORY OR FIELD INSTALLED TXV
PITCHED DRAIN PANS
COIL ELEVATED FROM CONDENSATE
RIFLED COPPER TUBE
OR
HIGH EFFICIENCY GROOVED ALUMINUM
ALUMINUM FINS & END PLATES
PRESSURE TESTED TO 500 PSI
R-410A COMPATIBLE
QUICK-CONNECT FITTINGS ARE OPTIONAL
(AERO-QUIP #6 & #11)

(ADD QC TO MODEL NUMBER)

3/8 in. LIQUID LINE CONNNECTION

PRIMARY & SECONDARY | 7/8 in. SUCTION LINE ON 3.5 TO 5.0 TON
DRAIN TUBES ARE
INCLUDED
Coil Dimensions
coIL colL colL colL

MODEL HEIGHT DEPTH | WIDTH

Number H D w
ASUMXX-A244_*+D 15.50" 19.50." 18.25"
ASUMXX-A264_*+D 17.50" 19.50" 18.25"
ASUMXX-A266_*+D 17.50" 19.50" 18.25"
ASUMXX-A284_*+D 18.00" 19.50" 18.25"
ASUMXX-A362_*+D 17.50" 19.50" 18.25"
ASUMXX-A364_*+D 17.50" 19.50" 18.25"
ASUMXX-A382_*+D 18.00" 19.50" 18.25"
ASUMXX-A384_*+D 18.00" 19.50" 18.25"
ASUMXX-A480_*+D 18.25" 19.50" 18.25"
ASUMXX-M242_*+D 15.25" 19.50" 18.25"
ASUMXX-M264_*+D 16.75" 19.50" 18.25"
ASUMXX-M284_*+D 18.25" 19.50" 18.25"
ASUMXX-M204_*+D 21.00" 19.50" 18.25"

XX=NOMINAL TONNAGE
T=COPPER
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